NOTES:
1. THIS DIMENSION REPRESENTS DRUM AFTER BEING PROPERLY ASSEMBLED AND CLOSED PER SKOLNIK CLOSING INSTRUCTIONS
2. TO DETERMINE GREATER ACCURACY OF ANY DIAMETRIC DIMENSION, MEASURING OF CIRCUMFERENCE IS REQUIRED
3. CONSTRUCTION per 40 CFR §178.504 (b)

MATERIAL:
1. CRCC CARBON STEEL PER ASTM A1008 AND ASTM A653
2. MATERIAL THICKNESS: 0.090 IN. (0.0229 - 0.0230; 20 GAUGE)
3. GASKET MATL PER ASTM D1566

FINISH:
1. COVER EXTERIOR PAINTED RED (L. Q10017)
2. BODY/BOTTOM EXTERIOR PAINTED YELLOW (L.Q10024)

TARE WEIGHT: 10 lbs

ITEM | NSN | DESCRIPTION | QTY
--- | --- | --- | ---
8 | UN DURABLE LABEL | 1
7 | LS1000 | LOGO SALVAGE DRUM | 1
6 | NT5600 | 5/16-18 UNC HEX JAM NUT | 1
5 | BT5640 | 5/16-18 UNC X 4IN LONG HEX HEAD BOLT | 1
4 | RBH1413 | BOLT RING (MOD A) 5-160/135A 5/8 LUG | 1
3 | GE0053-01 | GASKET 3/8 DIA RD EPDM | 1
2 | P1400 | COVER 14 ID | 1
1 | BODY/BOTTOM S GALLON DRUM 14 ID | 1

UNLESS STATED OTHERWISE (DIMENSIONS IN PARENTHESES ARE FOR REFERENCE ONLY)

ALL DIMENSIONS ARE IN INCHES

TOLERANCES: FRACTIONS ±1/16 \( \pm 0.006 \) X.XX ± 0.01 X.XXXX ± 0.030

APPROVAL ON FILE
FILE CREATED IN AutoCAD 3/2000
3/90

31-OCT-2006
PART/NOC/FILENAME | REVISION
HM0501 | B1